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Cilindrii hidraulici, agregate electrohidraulice, prize de putere, set garnituri cilindrii,
instalatii hidraulice de basculare, rezervoare ulei, distribuitoare hidraulice

pompe hidraulice si piese componente,
producatori BINOTTO, HYVA, EDBRO, BEZARES, OMFB, HYDROTIME, etc.

Agregate electrohidraulice Cilindrii hidraulici
Comezi Pneumatice Basculare

Distribuitoare hidraulice
Diverse piese pt. kituri basculare

Instalatii hidraulice de basculare

Pompe hidraulice pentru instalatii Prize de putere PTO Set reparatie cilindrii

Bolturi, bucsi si role Cilindrii hidraulici Piese componente cilindrii hidraulici

Supape, electrovalve, distribuitoare Componente electronice si electrice Furtunuri, fitinguri, uleiuri

Motoare, pompe si relee Panouri de control, controlere, butoane,
switch-uri

Powerpacks (unitati centrale de comanda)
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PUMP SELECTION
1. Select a pump model which has the performance values such as pressure and flow adequate to its

purpose.

2. Determine the adequate connection flange type e.g. UNI, ISO, and Shaft etc.

3. Choose the pump rotation according to the rotation of the actuating components such as the PTO or
electric motor.

4. While mounting your pump to the actuating components such as the PTO or electric motor the nuts
should be tightened and balanced correctly and the hoses should be flexible.

5. Pull out the plastic plugs in the oil inlet and outlet holes after mounting the pump and then mount
the fittings immediately.

6. Check the cleanliness of the oil tank and oil filters.

7. Check that the whole system is filled with oil until the pump inlet and all the valves are open; do not
run the pump without oil even for a few seconds.

8. The first operation of the pump should only be for a few minutes at low pressure to check whether
the pump is working normally. Check the noise level and also if any oil leaks are present, if abnormal
conditions are observed, stop the system immediately and check for faults.

9. The oil emptying hole shown on the figure below is designed to detect leaks in the oil seals. The
operator should check the oil emptying hole frequently.

10. During the first operation, the system will fill with oil and so the oil tank level should be checked and
additional oil should be added as required.

11. The ideal oil temperature is between 50–60c and the pump can run between 0–80c.

12. Do not exceed maximum performance design values stated in our catalogue.

13. Do not change valve pressure while the system is in use.

14. Do not neglect periodic system checks even if everything appears to be running normally e.g. oil
quality, filter cleanliness, visual inspections etc.

Oil Emptying Hole

ALEGEREA POMPEI / PUMP SELECTION AND MOUNTING INSTRUCTIONS
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Yourpumpmust beLEFTrotating
if thePTOshaftisRIGHTrotating

Anti-clockrotation (LEFT)

Your pumpmust be RIGHT rotating
if the PTO shaft is LEFTrotating

Clockwise rotation(RIGHT)

Special notes: Your pump’s life will be shorter without filters in your system and we
recommend you to use SAE 10 W type oil in winters and SAE 20 W in summers.

ROTATIA POMPEI/ PUMP ROTATION
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CHANGING OF THE PUMP DIRECTION CHANGING OF THE PUMP DIRECTION

D

OUTLET PORT

C

LEFT D

OUTLET PORT

C

RIGHT

INLET PORT INLET PORT

1. In the event the inlet port is open and the

pump takes in air, the pump will run at 0.8BAR

pressure and this will result in a 3% reduction

of oil flow.

Please be sure to set the direction of the

pump to the required position before

installation.



WORKINGPART NO.

A VIEW

F

SHAFT 8x32x35
DIN 5462

C

52.5 A

INLET

DISPLACEMENT PRESSURE MAX PRESSURE MAX SPEED INLET OUTLET WEIGHT

35 LT / 1000 RPM 390 BAR 440 BAR 2100 R1'' 1/4 3/4'' 14 KG.

45 LT / 1000 RPM 390 BAR 440 BAR 2000 R1'' 1/4 3/4'' 14 KG.

65 LT / 1000 RPM 350 BAR 440 BAR 2000 R1'' 1/4 R1'' 16 KG.

85 LT / 1000 RPM 300 BAR 350 BAR 1900 R1'' 1/2 R1'' 18 KG.

105 LT / 1000 RPM 300 BAR 350 BAR 1700 R1'' 1/2 R1'' 20 KG.

09

80

BENT AXIS PISTON PUMPS

80
46

.80

M
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PISTON PUMPs

POMPE CU
PISTOANE/PISTON

PUMPS

60 LT 6 PISTON PUMP

60 LT 6 PISTON PUMP HIGH PRESSURE

85 LT - 105 LT 9 PISTON PUMP

85 LT - 105 LT 9 PISTON PUMP HIGH PRESSURE



S.C HYDRAULIC TRAILER S.R.L - E-mail: office@hydraulictrailer.ro; Web1: www.hydraulictrailer.ro;
Web2: www.shop.hydraulictrailer.ro Telefon: +4 0740.586.255. /Whatsapp +4 0721993223 ;

PART NO. 16110600369 CW- CCW

PART NO. DISPLACEMENT WORKING
PRESSURE PRESSURE

A / B
mm / mm INLET WEIGHT KG

16110600369 60 LT/1000RPM 200 BAR 300 BAR 1500 221 / 75 R1'' 1/4 M22X1.5 14 KG

6 PISTON PUMP 60 LT



PISTON PUMPS

PART NO. 16160600369 CW - CCW

PART NO. DISPLACEMENT WORKING
PRESSURE PRESSURE

A / B
mm / mm INLET WEIGHT KG

16160600369 60 LT/1000RPM 300 BAR 350 BAR 1500 221 / 75 R1'' 1/4 M22x1.5 14.5 KG

6 PISTON PUMP HIGH PRESSURE 60 LT
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18 KGR1''R1''1/4
1300
1300

85 LT/1000RPM
105 LT/1000RPM16121051369

WEIGHT KGINLETA / B
mm / mm

240 / 100
240 / 100

PRESSURE

300 BAR
300 BAR

PART NO. DISPLACEMENT WORKING
PRESSURE

200 BAR
200 BAR

9 PISTON PUMP 85 LT - 105

14

85 lt / PART NO. 16120851369 CW - CCW
105 lt / PART NO. 16121051369 CW - CCW



PISTON PUMPS

85 / PART NO: 16170851369 CW - CCW
105 / PART NO. 16171051369 CW - CCW

19KGR1''R1''1/41300
1300

85 LT/1000RPM
105 LT/1000RPM16171051369

WEIGHT KGINLETA / B
mm / mm

240 /100
240 / 100

PRESSURE

350 BAR
350 BAR

PART NO. DISPLACEMENT WORKING
PRESSURE

250 BAR
250 BAR

9 PISTON HIGH PRESSURE PUMP 85 LT - 105
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17 LT GEAR PUMP

27 LT GEAR PUMP

34 LT GEAR PUMP

43 LT GEAR PUMP

51 LT GEAR PUMP

61 LT GEAR PUMP

CONTENTS

82 LT GEAR PUMP

GEAR PUMPS



Remove the setscrew you see on the underside of the cover and place it in the hole opposite.

Then you will need to remove the aluminium plate and swap positions of the small and biggear sand place the
aluminium plate

Reattach the cover to the main body of the pump but in the opposite position from how it wastaken off to
accommodate the rotation change.

Note: The O-ring on the cover surface has to be greased in order to prevent it from moving during the pump re-assembly.

Set Screw

Right rotation pump

Set Screw
Set Screw 25 Nm

Aluminium Plate

Big gear

Small gear

Diagram 1

Never change the direction of the aluminium plate

Left rotation pump

Start by removing the cover of the pump from the main body of the pumps shown in diagram 1 below:



GEAR PUMPS

30 - 17 UNI T-1 ISO

A (mm) 151.5 163.5

B (mm) 102 114

Weight 8.5 KG 10.5

C (Oil Inlet) G 1/2''

D (Oil Outlet) G 1/2''

Max. Cont. Pres. 230 BAR

Max. Peak Pressure 250 BAR

Displacement Value Mineral oil based hydraulic fluids to ISO/DINand fire resistant fluids

Transfer/Minute n-[min–1]

UNI T1 part no.

ISO part no.

16300170166 CW
16300170199 CCW
16300170169 CW - CCW

16300170366 CW
16300170399 CCW
16300170369 CW - CCW



GEAR PUMPS

Transfer/Minuten-[min–1]

UNI T1 part no.

SKU: HYPUM-T-021

ISO part no.

SKU: HYPUM-T-020

B8x32x36 DIN 5462

16300270166 CW
16300270166 CCW
16300270169 CW - CCW

16300270366 CW

16300270369 CW - CCW

151.5 163.5

B (mm) 102 114

9 10.5

3/4''

3/4''

Max. Cont. Pres.

Max. Peak Pressure

Mineral oil based hydraulic fluids to ISO/DIN and fire resistant fluids



GEAR PUMPS

162.5 174.5

B (mm) 107.5 119.5

9.5 11.5

3/4''

3/4''

Max. Cont. Pressure

Max. Peak Pressure

Mineral oil based hydraulic fluids to ISO/DINand fire resistant fluids

UNI T1 PART NO.

SKU: HYPUM-T-022

ISO PART NO.

SKU: HYPUM-T-023

16300340166 CW
16300340199 CCW
16300340169 CW - CCW

16300340366 CW

16300340369 CW CCW

B8x32x36 DIN 5462



GEAR PUMPS

16300430366 CW

16300430369 CW CCW

UNI T1 PART NO.

SKU: HYPUM-T-024

ISO PART NO.

SKU: HYPUM-T-025

30 - 43 UNI T-1 ISO
A (mm) 170.5 182.5

B (mm) 111 123

Weight 10 12

C (Oil Inlet) R1''

D (Oil Outlet) R1''

Max. Cont. Presssure 220 BAR

Max. Peak Pressure 240 BAR

Displacement Value
Mineral oil based hydraulic fluids to ISO/DIN and fireresistant fluids

16300430166 CW
16300430199 CCW
16300430169 CW - CCW

B8x32x36 DIN 5462



GEAR PUMPS

175.5 187.5

B (mm) 112.5 124.5

10.5 12.5

R1''

R1''

Max. Cont. Presure

Max. Peak Pressure

Mineral oil based hydraulic fluids to ISO/DINand fire resistant fluids

16300510366 CW

16300510369 CW CCW

UNI T1 PART NO.

ISO PART NO.

16300510166 CW
16300510199 CCW
16300510169 CW - CCW

B8x32x36 DIN 5462



GEAR PUMPS

UNI T1 PART NO.

ISO PART NO.

30-61 UNI T-1 ISO
A (mm) 176.5 188.5

B (mm) 115 127

Weight 11 13

C (Oil Inlet) R1''

D (Oil Outlet) R1''

Max. Cont. Pressure 200 BAR

Max. Peak Pressure 220 BAR

Displacement Value
Mineral oil based hydraulic fluids to ISO/DINand fire resistant fluids

16300610166 CW
16300610199 CCW
16300610169 CW - CCW

16300610366 CW
16300610399 CCW
16300610369 CW - CCW

B8x32x36 DIN 5462



UNI T1 PART NO.

ISO PART NO.

30 - 82 UNI T-1 ISO
A (mm) 191.5 203.5

B (mm) 121.5 133.5

Weight 11.5 14

C (Oil Inlet) R1''

D (Oil Outlet) R1''

Max. Cont. Pressure 190 BAR

Max. Peak Pressure 210 BAR

Displacement Value
Mineral oil based hydraulic fluids to ISO/DINand fire resistant fluids

25

16300820166 CW
16300820199 CCW
16300820169 CW - CCW

16300820366 CW
16300820399 CCW
16300820369 CW - CCW

B8x32x36 DIN 5462

GEAR PUMPS
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TYPES OF PTO’s

PTO’s can be mounted to the gear box from the right side, left side or from the rear. PTO’S mounted from the rear come in two types: Flat
Type, which is single gear and Mounting Type, which is doublegear. They are then divided into three groups according to the operation
system namely pneumatic,mechanic or vacuum. The below diagrams also show the four different PTO outlet types that are available: ISO,
UNI, Gudgeon and Flanged.

Points to take into consideration when selecting a PTO
When selecting the correct PTO type for your vehicle you must determine the model and type of your gearbox by taking this information
directly from the gearbox data plate wherever possible. We recommend this is as opposed to a chassis number search as sometimes older
trucks could have several possible gearbox models fitted to that particular vehicle. Then youmust:

• Determine the gear box mounting location e.g. right, left or rear
• Select the PTO which is compatible with your gearbox.
• Determine whether the power and rotation provided by the PTO meet your requirements.
• Finally determine the PTO command type e.g. pneumatic, mechanical or vacuum.

Points to take into consideration when fitting your PTO

• Your vehicle must be turned off and stationary before attempting to fit your PTO.
• The gearbox oil must be discharged.
• Use long life or permanent grease to stop the PTO seal from moving during the assembly.
• Boltsshouldbetightenedto60Nmon6holePTOtypes,70Nmon8holePTOtypesand70Nmonrearmounting4holePTOtypes.
• Replace the previously discharged gearbox oil as required.
• When starting your vehicle/engine after having assembled the PTO, listen to the gearbox and PTO for any unusual noise for up 10
seconds.

• If an unusual noise is occurring the gears may be pressed to tightly to each other. You should remove the PTO and repeat steps 1-5
but this time using a thicker seal. Please note if there is a discernable rattling noise it may be that a thinner seal is required due to
the PTO not being in proper contact with the mounting surface of the gearbox.

• Ensure the bolts have be tightened to the correct torque.
• Ensure the PTO runs at a minimum pressure of 6 BAR.

Iso



PTO Troubleshooting

1) In the event the PTO is not working
• The PTO will not operate correctly at a pressure of more or less than 6 BAR.
• Pneumatic pistons can get jammed when not used for long periods and may not work even at high air pressure.
• The PTO switch control is not working.

2) In the event you are not able to disengage the PTO
• The pneumatic piston has deteriorated due to dust or poor compressed air quality.
• The PTO switch control is not working.
• Gear ends expand and do not let the coupler gear move free without use of clutch.

3) Other problems
• The torque produced by the PTO is decreased because of improperly fitted seals etc.
• Loud noised from either the PTO or gearbox due to the coupling of the two components not being correct i.e. loose bolts. This may
cause damage to the ball bearings and gears in the PTO if not resolved immediately. Please be advised this could also cause severe
damage to your gearbox and therefor you must stop using the PTO and correct the problem.



MAIN GEARBOX
ZF16S251-221-151-150-130 ZF S5/AK/6S-120-111-110-92 GP ZF S5/AK/6S-90-80-70-66-65-55-50-42-36-35
ECONOMIT 9S75-9S109-16S109 - ZF NEW ECOSPLIT 16S1620TD-16S1820TO - 18S1820TD-16S2220TD -
16S220TO-16S2520TO- 16S2023TDL

MAN / MERCEDES / BMC PROFESYONEL/ FORDCARGO / CHRYSLER HINO / DODGE / FARGO / IVECO
/ DAF / DAEWOO / RENAULT

PART NO. 17521138366

ZF 46 MM COUPLING 12 SPLINE

PART NO. 17521238366

ZF 41 MM COUPLING 12 SPLINE

PART NO. 17521138366

PARTNO. POWER
( )100 rpm

17521138366
479.5 Nm

34.5 Hp
25.7 Kw

RATIO WEIGHT

513 rpm 1/1 4 KG

Rear Right - ISO

ZF CASTING

COUPLING OPTIONS

AIR INLET R 1/4''

DIN 5462 - 8x32x36

M 12x1.75 (x4)

80

105
65

30

POWER TAKE OFF (PTO)

PART NO 17522238366

26

PART NO. 17521138366

PART NO. 17521638366

27

PART NO. 17521738366

14



POWER TAKE OFF (PTO)

MAIN GEARBOX

8.150 - 8.153 - 10.153 - 10.163 - 10.185 MAN / MB 800 - 1215 - 1517 - ATEGO MERCEDES BENZ / 45LF - 170 DAF 45, 120
-45.130 - 45.150 - 45.160 - 50.130 - LEYLAND DAF / RENAULT S120. 07 - S120.08 - 135 - 370 - MIDLUM 302 - 304 - 306 -
313 - 317 LEYLAND/ 45LF, 150 - 45LF. 170 / MERCEDES VARIO LEICHT, 614 - 712 - 715 - 812 - 814 - 815

Right - UNIMechanical

13 KG1/0.8

WEIGHTRATIO

26.8 Hp
20 Kw06.01 Nm17524127166

POWER
(100 rpm)PART NO.

ZF - MB 800 SIDE
PART NO. 17524127166



POWER TAKE OFF (PTO)

MAIN GEARBOX

- 50 - 42 - 36 - 35 - ZF - ECOMIT 9S 75 - 9S 109 - 16S 109 - ZF NEW ECOSPLIT 16S1620TD - 16S1820TO -
18S1820TO- 16S2220TD- 16S220TO - 1652520TO - 16S2023TDL

MAN / MERCEDES / BMC PROFESYONEL/ FORDCARGO / CHRYSLER HINO / DODGE / FARGO / IVECO
/ DAF / DAEWOO / RENAULT

PART NO.17821236366

ZF 46 MM COUPLING 12 SPLINE

PART NO. 17531238399

8x32x36 12x39x41

ZF 41 MM COUPLING 12 SPLINE

PART NO. POWER
( )100 rpm

17531138399 26.5 Kgm
260 Nm

24.5 Hp
18.3 Kw

RATIO WEIGHT

1/1.2 7.5 KG

Rear Left - ISO

ZF 2 CASTING

COUPLING OPTIONS
PART NO. 17531138399

PART NO. 17532138399

8x32x36 16x45x52

PART NO. 17532238399



POWER TAKE OFF (PTO)

MERCEDES ACTROS A
PART NO. 17513138366

Right - ISORear

9.5 KG1/1500 rpm

WEIGHTRATIO

12 Kw130.5 Nm
17513138366

100 rpm
POWER

( )
TORQUEPART NO.

MAIN GEARBOX

G125-9, G135, G155-9, G180, G200, G211-9, G240, G255, G260 (11.9-15.9-16.2)
G125-16, G135-16, G155-16, G180-16, G200-16, G210-16, G240-16, G255

1729 - 1735 - 1827 - 1834 - 1838 - 1929 - 1935 - 2038 - 2429 - 2435 - 2527 - 2531 - 2534 - 2629 - 2631 - 2635 - 2638 -
3229 - 3234 - 3534 - 3535 - 1831 - 1835 - 1840 - 1844 - 1848 - 1850 - 1857 - 1934 - 1938 - 1953 - 2044 - 2050 - 2544 -
2550 - 2650 - 2643 - 2644 - 3031 - 3234 - 3331 - 3335 - 3336 -3340 - 3235- 2031 - 2040 - 2648 - 3548 - 3553 - 3557-
3538 - 2641 - 3244 ACTROS



POWER TAKE OFF (PTO)

MAIN GEARBOX

G125, G 131-9, G135, G 141-9, G180, G200, G210, G211, G 211-12, G 211-16, G 221-9, G 230-12, G 230-16,
G240, G 240-16, G255, G260, G 260-16, G 280-16, G 281-12 & G 330-12

1729 - 1735 - 1827 - 1834 - 1838 - 1929 - 1935 - 2038 - 2429 - 2435 - 2527 - 2531 - 2534 - 2629 - 2631 - 2635 - 2638 -
3229 - 3234 - 3534 - 3535 - 1831 - 1835 - 1840 - 1844 - 1848 - 1850 - 1857 - 1934 - 1938 - 1953 - 2044 - 2050 - 2544 -
2550 - 2650 - 2643 - 2644 - 3031 - 3234 - 3331 - 3335 - 3336 -3340 - 3235- 2031 - 2040 - 2648 - 3548 - 3553 - 3557-
3538 - 2641 - 3244 ACTROS

PART NO. TORQUE POWER
( )100 rpm

17511138366
235.5 Nm 12 Kw

RATIO WEIGHT

500 rpm 1/1 10.5 KG

ROTATION

Rear Right - ISO

MERCEDES AXOR - 1

DIN 5462 - 8x32x36 13 (x7) AIR INLETR1/4''

M12x1.75(x4)

223

339

PART NO. 17511138366

80

220

80 21
0



POWER TAKE OFF (PTO)

MERCEDES AXOR - 2

Left - ISORear

16.6 KG1/1.12675 rpm

WEIGHTRATIO

57.7 Hp
43 Kw295 Nm

17511638399

100 rpm
POWER

( )TORQUEPART NO.

PART NO. 17511638399

MAIN GEARBOX

G125-9, G135, G155-9, G180, G200, G211-9, G240, G255, G260 (11.9-15.9-16.2)
G125-16, G135-16, G155-16, G180-16, G200-16, G210-16, G240-16, G255

1729 - 1735 - 1827 - 1834 - 1838 - 1929 - 1935 - 2038 - 2429 - 2435 - 2527 - 2531 - 2534 - 2629 - 2631 - 2635 - 2638 -
3229 - 3234 - 3534 - 3535 - 1831 - 1835 - 1840 - 1844 - 1848 - 1850 - 1857 - 1934 - 1938 - 1953 - 2044 - 2050 - 2544 -
2550 - 2650 - 2643 - 2644 - 3031 - 3234 - 3331 - 3335 - 3336 -3340 - 3235- 2031 - 2040 - 2648 - 3548 - 3553 - 3557-
3538 - 2641 - 3244 ACTROS



POWER TAKE OFF (PTO)

MAIN GEARBOX

G125, G 131-9, G135, G 141-9, G180, G200, G210, G211, G 211-12, G 211-16, G 221-9, G 230-12, G 230-16,
G240, G 240-16, G255, G260, G 260-16, G 280-16, G 281-12 & G 330-12

1729 - 1735 - 1827 - 1834 - 1838 - 1929 - 1935 - 2038 - 2429 - 2435 - 2527 - 2531 - 2534 - 2629 - 2631 - 2635 - 2638 -
3229 - 3234 - 3534 - 3535 - 1831 - 1835 - 1840 - 1844 - 1848 - 1850 - 1857 - 1934 - 1938 - 1953 - 2044 - 2050 - 2544 -
2550 - 2650 - 2643 - 2644 - 3031 - 3234 - 3331 - 3335 - 3336 -3340 - 3235- 2031 - 2040 - 2648 - 3548 - 3553 - 3557-
3538 - 2641 - 3244 ACTROS

PART NO. TORQUE POWER
( )100 rpm

17512138366
255 Nm 12 Kw

RATIO WEIGHT

1/1 11 KG

Rear Pneumatic Right - ISO

MERCEDES G155 - 1 ACTROS

DIN 5462 - 8x32x36 13 (x7) AIR INLETR1/4''

M12x1.75(x4)

243

359

PART NO. 17512138366

80

220

80 21
0



POWER TAKE OFF (PTO)

MAIN GEARBOX

G125-9, G135, G155-9, G180, G200, G211-9, G240, G255, G260 (11.9-15.9-16.2)
G125-16, G135-16, G155-16, G180-16, G200-16, G210-16, G240-16, G255

1729 - 1735 - 1827 - 1834 - 1838 - 1929 - 1935 - 2038 - 2429 - 2435 - 2527 - 2531 - 2534 - 2629 - 2631 - 2635 - 2638 -
3229 - 3234 - 3534 - 3535 - 1831 - 1835 - 1840 - 1844 - 1848 - 1850 - 1857 - 1934 - 1938 - 1953 - 2044 - 2050 - 2544 -
2550 - 2650 - 2643 - 2644 - 3031 - 3234 - 3331 - 3335 - 3336 -3340 - 3235- 2031 - 2040 - 2648 - 3548 - 3553 - 3557-
3538 - 2641 - 3244 ACTROS Left - ISORear

16.5 KG1/1.12675 rpm

WEIGHTRATIO

57.7 Hp
43 Kw275 Nm

17512638399

100 rpm
POWER

( )TORQUEPART NO.

MERCEDES G155-2 ACTROS

AIR INLETR1/4''

13 (7x) DIN 5462-8x32x35

80

165

243 117

360

PART NO. 17512638399

80

21
0



POWER TAKE OFF (PTO)

PART NO. 17514138366

MAIN GEARBOX

G4-GV/ 4 65, 90, 95, 110, 125, 135, 155, 180

1222-1224-1417-1419-1617-1619-1620-1722-1733-1817-1820-1821-1827-1831-1922-2232-2517-
2521-2527-3027-1424-1628-1820-1824-1929-1935-1948-2224-2222-2426-2524-2622-2629-2635

PART NO. POWER
( )100 rpm

17514138366
219.7 Nm 12 Kw

RATIO WEIGHT

500 rpm 1/1 6 KG

Rear Right - ISO

MERCEDES G4

AIR INLET R 1/4''

11 (x7)

80

227

M 12x1.75 (x4)

97

23
0 80



TRUCK MODELS USED
315 - 352 - 362 - 383 - 609 -710 -712 - 809 - 812 - 813 - 814 -817-913 - 1017 - 1113- 1114 - 1213 - 1216
- 1318 - 1618



POWER TAKE OFF (PTO)

MAIN GEARBOX

G3 / 32, 36, 40, 45, 50, 55, 60, 61

315 - 352 - 362 - 383 - 609 - 710 - 712 - 809 - 812 - 813 - 814 - 817 - 913 - 1017 - 1113 - 1114 - 1213 -

1216 - 1318 - 1618

PART NO. TORQUE POWER
( )100 rpm

17515638399 13.8 Kw

RATIO WEIGHT

1/1. 12 10 KG

Rear Left - UNI

MERCEDES 352-2
PART NO. 17515638399



POWER TAKE OFF (PTO)

105

MERCEDES ATEGO - 1 / 6 HOLE
PART NO. 17516138366

Left - ISORear

7 KG1/1650 rpm

WEIGHTRATIO

14.9 Kw265.5 Nm
17516138366

POWER
(100 rpm)TORQUEPART NO.

80

180

80

MAIN GEARBOX

G56-6 (6.291)

614 - 814 - 815 - 817 - 818 - 823 - 925 - 1017 - 1328 - 1215 - 1217 - 1223 - 1225 - 1317 - 1323 - 1328 -

1517 - 1523 - 1618 - 1623 - 1823 ATEGO



POWER TAKE OFF (PTO)

MAIN GEARBOX

G56-6 (6.291)

614 - 814 - 815 - 817 - 818 - 823 - 925 - 1017 - 1328 - 1215 - 1217 - 1223 - 1225 - 1317 - 1323 - 1328 -

1517 - 1523 - 1618 - 1623 - 1823 ATEGO

Left - ISORear

11 KG---650 rpm

WEIGHTRATIO

14.9 Kw265.5 Nm
17516638399

100 rpm)
POWERTORQUEPART NO.

MERCEDES ATEGO-2 / 6 HOLE

110

PART NO. 17516638399



POWER TAKE OFF (PTO)

MERCEDES ATEGO-1 / 7 HOLE
PART NO. 17516238366

Right - ISORear

8 KG1/1500 rpm

WEIGHTRATIO

230.5 Nm
17516238366

100 rpm)
POWERTORQUEPART NO.

MAIN GEARBOX

G 60-6 (9.20) / G85-6 (6.70)

614 - 814 - 815 - 817 - 818 - 823 - 925 - 1017 - 1328 - 1215 - 1217 - 1223 - 1225 - 1317 - 1323 - 1328 -

1517 - 1523 - 1618 - 1623 - 1823 ATEGO



POWER TAKE OFF (PTO)

MAIN GEARBOX

G 60-6 (9.20) / G85-6 (6.70).

614 - 814 - 815 - 817 - 818 - 823 - 925 - 1017 - 1328 - 1215 - 1217 - 1223 - 1225 - 1317 - 1323 - 1328 -

1517 - 1523 - 1618 - 1623 - 1823 ATEGO

PART NO. 17516738399

PART NO. TORQUE
POWER

( )100 rpm

17516738399
265.5 Nm 14.9 Kw

RATIO WEIGHT

650 rpm 12 KG

Rear Left - ISO

MERCEDES ATEGO-2 / 7 HOLE

107

220

AIR INLET R1/4''

149



POWER TAKE OFF (PTO)

MAIN GEARBOX

GR 900 / GRH 900

94 C 310 - 124 C 360-R 124 G 360-124 G 360-143H450CV- 143M400CV - 260H-143H - P113M P114-

GA380 - 114P - 124R - 113P - 114R - 113H 360 SCANIA

AIR INLET R1/4''

PART NO. POWER
( )100 rpm

17541128366
245 Nm

45.3 Hp
33.8 Kw

RATIO WEIGHT

1065 rpm 1/0.78 22.5 KG

Right - ISO

SCANIA GR 900
PART NO. 17541128366



POWER TAKE OFF (PTO)

AIR INLET R1/4''

SCANIA GRS 900
PART NO. 17542128366

Right - ISO

22.5 KG1/0.781065 rpm

WEIGHTRATIO

45.3 Hp
33.8 Kw245 Nm

17542128366

POWER
(100 rpm)PART NO.

MAIN GEARBOX

GRS 900 / GRS 890 / GRS 920

124 G 420-113-124 L 400-144 L 530-124 LA 420-144 LA 460 - 144 LA 530-R124 LA 420 R 124 - GA

420-143H-143M-143,400-143,450 - 143,500-R580-R124GA / CB-R164 GA SCANIA



POWER TAKE OFF (PTO)

MAIN GEARBOX

GR 905 / GRS 905

R420 - G420 EURO 5 SCANIA

Left - SideRear

22.5 KG1/11250 rpm

WEIGHTRATIO

56.8 Hp
42.4 Kw

22.5 Kgm
436 Nm

17543138399

100 rpm
POWER

( )PART NO.

SCANIA GRS905
PART NO. 17543138399



POWER TAKE OFF (PTO)

MAIN GEARBOX

GR 870 - 871 SCANIA

P92 - 93 - 111 - 112C - 113R - 114H - 142M - 144L - 93H - 280R - 113M - SCANIA

PART NO. POWER
( )100 rpm

17544128366 284 Nm
37.5 Hp
27.6 Kw

RATIO WEIGHT

1000 rpm 1/0.78 22.5 KG

Right - ISO

SCANIA GR 871
PART NO. 17544128366



POWER TAKE OFF (PTO)

IVECO 2828
PART NO. 17601127166

PART NO. POWER
( )100 rpm

17601127166
147 Nm

6.2 Hp
4.6 Kw

RATIO WEIGHT

300 rpm 1/1.26 9 KG

Right - UNI

MAIN GEARBOX

2828.5-2831.5-28028-28031

35.9-65.9-35 NC-50 - NC-50.9-50.11 IVECO



POWER TAKE OFF (PTO)

PART NO. POWER
( )100 rpm

17602127199 21.3 Kgm
208 Nm

27.3 Hp
20.4 Kw

RATIO WEIGHT

1000 rpm 1/1 6 KG

Mechanical Left - UNI

MAIN GEARBOX

2826.5 IVECO

30.10 - 35.10 - 35.12 - 49.10 - 49.12 - 59.12 - 60.12 IVECO



POWER TAKE OFF (PTO)

PART NO. POWER
( )100 rpm

17604138199
179.5 Nm

16.8 Hp
12.5 Kw

RATIO WEIGHT

500 rpm 1/1.12 14 KG

Rear Left - UNI

MAIN GEARBOX

2846.5-2842-2835-2830-2646

FIAT IVECO / 65.15-79.13-79.14-80.14 IVECO / 65.12-79.12-95.14

100.13-109.14-135.14 ZETAIVECO



POWER TAKE OFF (PTO)

IVECO 2855 SIDE
PART NO. 17605127166

PART NO. POWER
( )100 rpm

17605127166 24.4 Kgm
240 Nm 23.3 Kw

RATIO WEIGHT

1000 rpm 1/0.88 11 KG

Mechanical Right - UNI

MAIN GEARBOX

2845.6 - 2855.6 IVECO

IVECO 60.10 - 60.12-75.14-80.14-80.12-85.12-85.14-120.114-140.14-150.14-130E15
150E21-220E21-60.14-65E12-65E14-75.12-75E14-80E15-80E18-85E13-85E15
100E15-100E18-130E15-130E18


